
  

 

PRODUCT INFORMATION 

VersaTray® Cabling Solution 



 

PRODUCT INFORMATION | VersaTray® Cabling Solution  

 

   
Product information: Produktinfo_VersaTray Cabling Solution_EN_003.docx Author: Dr. Benjamin Weigand Page 2 of 24 

 

  

Patchcords MTP®-Harnesses 

Solution consisting of: 

PreCONNECT® OCTO & DUODECIM trunks  

based on I-F microbreakout cables with MTP®, LC, SN®, MDC, 

 

PreCONNECT® breakout trunks  

based on I-V breakout cables with SC and E-2000® 

4 HU 

VersaTray® 19” tray system 

1 HU 

2 HU 

1/3 HU 

Follow Link 

MTP® is a registered trademark of US Conec Ltd. 

SN® is a registered trademark of SENKO Advance Co. Ltd. 

E-2000® is a registered trademark of DIAMOND SA. 

https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO-Panels/Produktinfo_VersaTray_EN.pdf
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Applications: 

▪ Server and whitespace rooms in data centers 
▪ Meet-me rooms and distribution in colocation data centers  
▪ Telecommunications applications with splice capability for single and ribbon fibers 
▪ Spine-leaf architectures 
▪ For all IT applications such as Ethernet and Fiber Channel 

Characteristics: 

▪ Highly modular, easy-to-handle VersaTray® 19” tray system (see: Product information VersaTray® tray system) 
▪ FRNC-LSZH breakout trunks with I-F nx8 (= 4 channel OCTO) and nx12 (= 6 channel DUODECIM) microbreakout 

cables (indoor cables) with up to 144 fibers, with MTP®, LC, SN® or MDC as required 
▪ FRNC-LSZH breakout trunks with I-V nx2 breakout cables (indoor cables), with SC or E-2000® as required 
▪ Mix of optical fiber and RJ45 possible 

The benefits at a glance: 

▪ Maximum flexibility and modularity thanks to modular system using 1/3-HU trays and support elements 
▪ Pay-as-you-grow from 1/3 HU to 4 HU 
▪ Reduced cable volumes and optimized cable management of the fiber-optic breakout trunks thanks to I-F leg dividers with module interface to accommo-

date breakout legs with LC, SN® and MDC in the VersaTray® coupling modules  
▪ Shorter access distances thanks to optimized access to the rack interior from the front of the rack 
▪ Ability to insert and remove fiber-optic modules from the front, back, top or even obliquely  
▪ Service-friendly installation by a single person 

Follow Link 

https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO-Panels/Produktinfo_VersaTray_EN.pdf
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The VersaTray® tray system: 

 
Highly modular, easy-to-service concept for high-density transmission paths in 19” data center racks 
 
 
Consisting of: 
 
▪ Right-hand and left-hand support elements for insertion of 1/3-HU and 2/3-HU trays.  
▪ 1/3-HU trays to accommodate fiber-optic modules, available in 4/4 or 6/6 width division  
▪ 2/3-HU trays for RJ45 and fiber-optic keystone modules  
▪ MTP® modules, coupling modules, MTP®-LC port breakout units, splice modules, blank modules  
▪ 1-HU trunk and cable support, extensible to 2 HU and 4 HU  
 
All the trays can be pulled out to two positions without tools and can also be fully removed for maintenance. They are 
equipped with height unit-neutral patchcord guides with a front cover to protect the patchcords. The front cover can be 
opened at an angle of 180°. 
The 1/3-HU trays can be equipped with fiber-optic modules from the front, top, back or obliquely without the need for tools.   
 
 
Port density: 
 

 1/3 HU 1 HU 

 Ports Fibers Ports Fibers 

LC duplex 24 48 72 144 

SN® 48 96 144 288 

MDC 72 144 216 432 

SC-Duplex 8 16 24 48 

E-2000® 16 16 48 48 

MTP® OCTO 24 192 72 576 

MTP® DUODECIM 24 288 72 864 

MTP® SEDECIM 24 384 72 1152 

 

4 HU 1 HU 1/3 HU 2 HU 

Follow Link 

https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO-Panels/Produktinfo_VersaTray_EN.pdf
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Modules: 
System options: 
 

▪ Module MTP® to LC, SN® or MDC 
▪ Coupling module: Unit with connectors for the direct connection of trunks  

(also available for E-2000® and SC) 
▪ Port breakout unit for separating the ports of MPO transceivers to duplex ports 
▪ Splice module: Option for splicing with single fibers or ribbon fibers 
▪ Blank module for occupying unused module positions on the tray (cold/hot separation) 
 
Fiber options: 

▪ 8F, 12F and 16F in singlemode and OM4  
 
Dimensions: 

▪ Width: 1/6 and 1/4 width division 
▪ Height: 1/3 HU 
▪ Depth: 165 mm 
 

Polarity of module MTP® to LC, MDC, SN®: 

▪ Rx to Tx 
▪ MTP® without pins on back:  

OM4 MTP® connection type B “centered aligned keys”, grey (black, for modules MTP® to LC) 
OM4 MTP® connection type A “off-centered aligned keys”, white,  
Singlemode MTP® connection type A, ”centered opposed keys” green 
Singlemode MTP® connection type A, “off-centered opposed keys”, green (for MTP® 16 SEDECIM) 
 

Polarity of port breakout units 
▪ Rx to Tx 
▪ MTP® without pins on back:  
 

Connection characteristics (front of module) 

▪ Shuttered MPO connections with integrated dust protection for one-handed installation of MTP®/MPO 
▪ Shuttered LC connections with integrated dust protection closure for one-handed installation of LC,  

individual shutter for each channel of the LC connection increases laser safety during installation 
▪ MTP® and LC connections have VFL (Visual Fault Locator) transparency level 
▪ Colour coding:  

▪ blue – Singlemode 
▪ green – Singlemode APC (note on MPO interface: type A “centered opposed keys”) 
▪ purple – OM4  
▪ grey – OM4 (note: Only used for MPO interface: type A “centered aligned keys”) 

 

The modules can be inserted in their mounts from the front, back, top and obliquely without the need for 

tools. The modules self-align due to the spring-mountings.  

Coupling modules, 1/6 width 

division 

Coupling modules, 1/4 width 

division 
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  PreCONNECT® OCTO and DUODECIM trunks: 

Characteristics: 
 

Cable type: 
▪ Up to 12 fibers: Multi-microbreakout I-F(ZN)H(ZN)H, CPR class B2ca 

▪ Greater than 12 fibers: Multi-microbreakout I-F(ZN)HH nx8 and nx12 fibers, CPR class Cca 

▪ I-F leg dividers 1) for LC, SN®, MDC 
▪ For cable data, see separate cable data sheets 

 
Fiber types: 

▪ Multimode OM4, bend-insensitive 

▪ Singlemode G.657.A1 bend-insensitive and backwards compatible to G.652.D 

▪ For fiber data, see separate fiber data sheets 

 

Square interfaces and installation protection: 

▪ The breakout trunks are equipped with square interfaces on both sides to ensure tension 
and torsion-resistant support. The trunks can be suspended in the VersaTray® tray 
system’s trunk and cable support without the need for any tools. 

▪ The trunk connector legs are packaged in non-tension-resistant but dustproof foil tubes. On 
request, they can also be supplied with 150 N tension-resistant, crush and kink-resistant 
indoor installation tubes with IP50 protection. 

 

I-F(ZN)HH 6 x 12 fibers 

1) 1) 

Crush and kink resistant installation tube  

Non-tension-resistant, dustproof foil tube 
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Characteristics: 
 
Connector types: For connector data, see separate connector data sheets 

MTP® is a registered trademark of USCONEC Ltd. 

SN® is a registered trademark of SENKO Advance Co. Ltd. 

E2000® is a registered trademark of DIAMOND SA 

MTP® 4+4 OCTO and 12 DUODECIM MM PC 0° 

female (without pins) 

male (with pins) 

MTP® 4+4 OCTO and 12 DUODECIM SM APC 8° 

female (without pins) 

male (with pins) 

MTP® 4+4 OCTO and 12 DUODECIM MM APC 8° 

female (without pins) 

male (with pins) 

LC-COMPACT (LCC) 

 

MDC 

SN® 

Follow Link 

https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_MTP_nx12_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_MTP_nx12_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_MTP_nx12_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_MTP_nx12_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_MTP_nx12_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_Shortboot_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_Shortboot_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_MDC-Senior_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SN-EZFLIP_Stecker_oe.pdf
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Characteristics: 
 
Length definition: 
 
▪ Order length = Length between the plug connectors at the longest legs on both sides, not length between square interfaces. 
▪ Possible order length: See table of part numbers  

 
Length tolerances: 
 

Trunk length Tolerance 

<= 10m +/- 50 cm 

> 10m <= 30m +/- 100 cm 

> 30m <= 100m +/- 150 cm 

> 100m +/- 2% 

 
Operating temperature range: -10°C to +60°C  
 
Form of delivery: 
 
▪ Depending on length, as cable reel or on cardboard or wooden drum 

▪ Insertion loss (IL) measured acc. to IEC 61300-3-4 method C or B, MM 850 nm/SM 1310 nm, with measurement protocol 

▪ Product label with serial number on both sides 
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Number of OCTO 

channels 

Number of 

fibers 

Cable 

composition 

Cable CPR 

class 
Part number 

1 8 1 x 8 B2ca 06MTPMTPOM4008A327 

2 16 2 x 8 Cca on request 

3 24 3 x 8 Cca 06MTPMTPOM4024A328 

4 32 4 x 8 Cca 06MTPMTPOM4032A329 

6 48 6 x 8 Cca 06MTPMTPOM4048A330 

8 64 8 x 8 Cca on request 

9 72 9 x 8 Cca 06MTPMTPOM4072A331 

12 96 12 x 8 Cca 06MTPMTPOM4096A332 

16 128 16 x 8 Cca on request 

18 144 18 x 8 tbd on request 
On request with MTP® 4+4 OCTO MM APC 8° male Elite 

PreCONNECT® OCTO trunks n x 8 fibers, OM4, FRNC-LSZH, MTP®: 
 

▪ MTP® 4+4 OCTO MM PC 0°, male, Elite quality 
▪ Polarity: TIA method B “1 to 12” 
 
Part numbers 
Append desired length in millimetres to part number, e.g. 20 m: 06MTPMTPOM4xxxxxxx-M20000 
Deliverable lengths: From 5 to 300 m, in steps of 1 m 

MTP® 4+4 OCTO MM PC 0° 

male (with pins) 

M U L T I M O D E 

Connector leg lengths: 

All same length: 90 cm 

Production tolerance: -5 cm 
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Number of OCTO 

channels 

Number of 

fibers 

Cable 

composition 
Cable CPR class part number 

1 8 1 x 8 B2ca 06MTPMTPG657A1008A333 

2 16 2 x 8 Cca on request 

3 24 3 x 8 Cca 06MTPMTPG657A1024A334 

4 32 4 x 8 Cca 06MTPMTPG657A1032A335 

6 48 6 x 8 Cca on request 

8 64 8 x 8 Cca on request 

9 72 9 x 8 Cca on request 

12 96 12 x 8 Cca 06MTPMTPG657A1096A337 

16 128 16 x 8 Cca on request 

18 144 18 x 8 tbd on request 

PreCONNECT® OCTO trunks n x 8 fibers, SM, FRNC-LSZH, MTP®: 
 

▪ MTP® 4+4 OCTO SM APC 8°, male, standard quality (Elite quality on request) 
▪ Polarity: TIA method B “1 to 12” 
 
Part numbers 
Append desired length in millimetres to part number, e.g. 20 m: 06MTPMTPG657A1xxxxxxx-M20000 
Deliverable lengths: From 5 to 1000 m, in steps of 1 m 

S I N G L E M O D E 

MTP® 4+4 OCTO SM APC 8° 

male (with pins) 

Connector leg lengths: 

All same length: 90 cm 

Production tolerance: -5 cm 
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Number of 

DUODECIM 

channels 

Number of 

fibers 

Cable 

composition 
Cable CPR class Part number 

1 12 1 x 12 B2ca 06MTPMTPOM4012A338 

2 24 2 x 12 Cca 06MTPMTPOM4024A339 

4 48 4 x 12 Cca 06MTPMTPOM4048A340 

6 72 6 x 12 Cca on request 

8 96 8 x 12 Cca 06MTPMTPOM4096A341 

12 144 12 x 12 Cca on request 
On request with MTP® 12 DUODECIM MM APC 8° male Elite 

PreCONNECT® DUODECIM trunks n x 12 fibers, OM4, FRNC-LSZH, MTP®: 
 

▪ MTP® 12 DUODECIM MM PC 0°, male, Elite quality 
▪ Polarity: TIA method B “1 to 12” 
 
Part numbers 
Append desired length in millimetres to part number, e.g. 20 m: 06MTPMTPOM4xxxxxxx-M20000 
Deliverable lengths: From 5 to 300 m, in steps of 1 m 

MTP® 12 DUODECIM MM PC 0° 

male (with pins) 

M U L T I M O D E 

Connector leg lengths: 

All same length: 90 cm 

Production tolerance -5 cm 
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Number of 

DUODECIM 

channels 

Number of 

fibers 

Cable 

composition 
Cable CPR class Part number 

1 12 1 x 12 B2ca 06MTPMTPG657A1012A218 

2 24 2 x 12 Cca 06MTPMTPG657A1024A342 

4 48 4 x 12 Cca 06MTPMTPG657A1048A343 

6 72 6 x 12 Cca on request 

8 96 8 x 12 Cca on request 

12 144 12 x 12 Cca on request 

PreCONNECT® DUODECIM trunks n x 12 fibers, SM, FRNC-LSZH, MTP®: 
 

▪ MTP® 12 DUODECIM SM APC 8°, male, standard quality (Elite quality on request) 
▪ Polarity: TIA method B “1 to 12” 
 
Part numbers 
Append desired length in millimetres to part number, e.g. 20 m: 06MTPMTPG657A1xxxxxxx-M20000 
Deliverable lengths: From 5 to 1000 m, in steps of 1 m 

S I N G L E M O D E 

MTP® 12 DUODECIM SM APC 8° 

male (with pins) 

Connector leg lengths: 

All same length: 90 cm 

Production tolerance: -5 cm 
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Number of duplex 

channels 

Number of 

fibers 

Cable 

composition 
Cable CPR class Part number 

8 16 2 x 8 Cca 037A2156OM4 

12 24 3 x 8 Cca 037A2123OM4 

16 32 4 x 8 Cca 037A2109OM4 

24 48 6 x 8 Cca 037A2125OM4 

32 64 8 x 8 Cca 037A2113OM4 

36 72 9 x 8 Cca 037A2128OM4 

48 96 12 x 8 Cca 037A2129OM4 

64 128 16 x 8 Cca 037A2157OM4 

72 144 18 x 8 Cca 037A2131OM4 

With SN®, MDC on request 

Number of legs Leg lengths [cm] 

2 126 

3 126 - 138 

4 126 - 132 

6 126 - 138 

8 126 - 144 

9 126 - 150 

12 126 - 156 

16 126 - 168 

18 126 - 174 

Production tolerance – 5 cm 

Connector leg lengths: 

PreCONNECT® OCTO trunks n x 8 fibers, OM4, FRNC-LSZH, LC: 
 

▪ LC-COMPACT (LCC) 
▪ Polarity: Channel-wise crossed “A to B” 
 
Part numbers 
Append desired length in millimetres to part number, e.g. 20 m: 037A2123OM4-20000 
Deliverable lengths: From 5 to 300 m, in steps of 1 m 

LC-COMPACT (LCC)  

 

M U L T I M O D E 
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Number of duplex 

channels 

Number of 

fibers 

Cable 

composition 
Cable CPR class Part number 

8 16 2 x 8 Cca 037A2159G657A1 

12 24 3 x 8 Cca 037A2106G657A1 

16 32 4 x 8 Cca 037A2105G657A1 

24 48 6 x 8 Cca 037A2115G657A1 

32 64 8 x 8 Cca 037A2111G657A1 

36 72 9 x 8 Cca 037A2117G657A1 

48 96 12 x 8 Cca 037A2119G657A1 

64 128 16 x 8 Cca 037A2160G657A1 

72 144 18 x 8 Cca 037A2121G657A1 

With SM APC 8° connectors and SN®, MDC on request. 

Number of legs Leg lengths [cm] 

2 126 

3 126 - 138 

4 126 - 132 

6 126 - 138 

8 126 - 144 

9 126 - 150 

12 126 - 156 

16 126 - 168 

18 126 - 174 

Production tolerance – 5 cm 

PreCONNECT® OCTO trunks n x 8 fibers, SM, FRNC-LSZH, LC: 
 

▪ LC-COMPACT (LCC) PC 0° 
▪ Polarity: Channel-wise crossed “A to B” 
 
Part numbers 
Append desired length in millimetres to part number, e.g. 20 m: 037A2106G657A1-20000 
Deliverable lengths: From 5 to 1000 m, in steps of 1 m 

LC-COMPACT (LCC) 

SM PC 0° 

Connector leg lengths: 

S I N G L E M O D E 
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Number of duplex 

channels 

Number of 

fibers 

Cable 

composition 
Cable CPR class Part number 

12 24 2 x 12 Cca 037A2151OM4 

24 48 4 x 12 Cca 037A2149OM4 

36 72 6 x 12 Cca 037A2162OM4 

48 96 8 x 12 Cca 037A2163OM4 

72 144 12 x 12 Cca 037A2164OM4 

With SN®, MDC on request. 

Number of legs Leg lengths [cm] 

2 126 

4 126 - 132 

6 126 - 138 

8 126 - 144 

12 126 - 156 

Production tolerance – 5 cm 

PreCONNECT® DUODECIM trunks n x 12 fibers, OM4, FRNC-LSZH, LC: 
 

▪ LC-COMPACT (LCC) 
▪ Polarity: Channel-wise crossed “A to B” 
 
Part numbers 
Append desired length in millimetres to part number, e.g. 20 m: 037A2151OM4-20000 
Deliverable lengths: From 5 to 300 m, in steps of 1 m 

LC-COMPACT (LCC)  

 

M U L T I M O D E 

Connector leg lengths: 
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Number of duplex 

channels 

Number of 

fibers 

Cable 

composition 
Cable CPR class Part number 

12 24 2 x 12 Cca 037A2152G657A1 

24 48 4 x 12 Cca 037A2150G657A1 

36 72 6 x 12 Cca 037A2166G657A1 

48 96 8 x 12 Cca 037A2167G657A1 

72 144 12 x 12 Cca 037A2168G657A1 

With SM APC 8° connectors and SN®, MDC on request. 

Number of legs Leg lengths [cm] 

2 126 

4 126 - 132 

6 126 - 138 

8 126 - 144 

12 126 - 156 

Production tolerance – 5 cm 

Connector leg lengths: 

LC-COMPACT (LCC) 

SM PC 0° 

S I N G L E M O D E PreCONNECT® DUODECIM trunks n x 12 fibers, SM, FRNC-LSZH, LC: 
 

▪ LC-COMPACT (LCC) PC 0° 
▪ Polarity: Channel-wise crossed “A to B” 
 
Part numbers 
Append desired length in millimetres to part number, e.g. 20 m: 037A2152G657A1-20000 
Deliverable lengths: From 5 to 1000 m, in steps of 1 m 
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PreCONNECT® BREAKOUT trunks I-V, SM/MM FRNC-LSZH, SC/E-2000®: 
 
Factory-assembled fiber optic breakout cable (I-V), FRNC-LSZH indoor cable, nx1, with n=8 or n=16 fibers for use with SC and E-2000® connectors. 
For infrastructure and IT room cabling in data centers. 
 
Unlike the I-F(ZN)H(ZN)H and I-F(ZN)HH multi-microbreakout cables described above, BREAKOUT trunks based on I-V breakout cables do not have I-F 
cable dividers and fanouts. SC and E-2000® connectors are assembled directly onto the individual sub-cables. The sub-cables are bundled through 
cable entries in the VersaTray® coupling modules and placed onto the SC or E-2000® couplers. 
 
 

SC-Duplex SC-Simplex E-2000® Simplex 

Similar images 

https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SC_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SC_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SC_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SC_Stecker_oe.pdf
https://osi.rosenberger.com/product/e-2000-connector/
https://osi.rosenberger.com/product/e-2000-connector/
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Properties: 
 

▪ The breakout trunks are equipped with square interfaces on both sides for tension- and torsion-
resistant support. The trunks can be hooked into the trunk and cable tray of the VersaTray® 
tray system without tools.  

▪ The trunk connector legs are packaged in non-tensile, but dust-proof foil tubes. On request, 
these are also available with 150 N tensile strength, crush and kink-resistant, IP50-sealed 
indoor installation tubes. 

 

 

Connector-leg lengths: 

standard stepped „A“ leg lengths and installation tube diameters 

steps channel/fiber 1 to n: 1 = long, n = short 
Number channels/fibers 4/8 8/16 

A-leg lengths stepped from to [cm]1) 90-120 90-118 

outer diameter optional installation tube  

IP50 Indoor [mm] 

30 

32 for SC duplex 

30 

32 for SC duplex 

1) production tolerance – 5 cm  

 

Non-tension-resistant, dustproof foil tube 

 

Indoor installation tube 

with IP50 protection 
Crush and kink resistant installation 

tube  
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Properties: 
 
Polarity: A to B „channelwise crossed“ 

 
Lengths definition: 
 
▪ Order-length = length between the connectors of the longest legs at both sides, not between the square-interfaces. 
▪ Possible order-lengths: See part number tables 
 
Length tolerances: 
 

Trunk length Tolerance 

≤ 10 m +/- 50 cm 

> 10 m ≤ 30 m +/- 100 cm 

> 30 m ≤ 100 m +/- 150 cm 

> 100 m +/- 2% 

 
Operating temperature range:  -10°C to +60°C 
 
Delivery form: 
 
▪ Dependent on the length as cable ring or on cardboard or wooden drum 

▪ Insertion loss measured acc. to 61300-3-4 methode C or „substitution“, MM 850nm/SM 1310nm, with measurement protocol 

▪ Product label with serial number at both sides 
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Part numbers 

fibers connector on both sides 
part numbers 

SM PC 0° SM APC 8° OM4 

8 

SC-Simplex on request on request on request 

SC-Duplex on request on request on request 

E-2000® Simplex on request on request on request 

16 

SC-Simplex on request on request on request 

SC-Duplex on request on request on request 

E-2000® Simplex on request on request on request 

PreCONNECT® BREAKOUT trunks with FRNC-LSZH indoor cables I-V(ZN)HH nx1 CPR class Dca: 
 
Part numbers 
Available lengths: OM4 from 5 to 300 m, SM from 5 to 1000 m, in 1 m steps 

The length of the shortest trunk leg must be at least 90 cm. 
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  LC, MDC, SN® patchcords: 

 
LC-COMPACT patchcord 

 

MDC patchcord 

 

SN® patchcord 

Follow Link 

Due to the drawer pull-out option, patch cables with an additional length 

of 1 m should be ordered. 

We recommend the use of LC-COMPACT (LCC) connectors in conjunc-

tion with VersaTray® due to the variant-dependent lengths of the LC 

connector boots.  

The use of LC-COMPACT Push-Pull-Boot (LCC-PPB) is possible.   

LC-COMPACT Push-Pull-Tab (LCC-PPT) connectors are not suitable for 

VersaTray®. 

MDC LC-COMPACT Push-Pull-Boot 

(LCC-PPB) 

SN® 

SC-Duplex SC-Simplex E-2000® Simplex 

LC-COMPACT (LCC) 

Also available with SC and E-2000®. 

https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO-Patch_Cord/Produktinfo_LCC-Patchkabel_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO-Patch_Cord/Produktinfo_LCC-Patchkabel_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO-Patch_Cord/Produktinfo_MDC-Patchkabel_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO-Patch_Cord/Produktinfo_MDC-Patchkabel_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO-Patch_Cord/Produktinfo_SN-Patchkabel_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_MDC-Senior_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_PPB-NG_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_PPB-NG_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SN-EZFLIP_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SC_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SC_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SC_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SC_Stecker_oe.pdf
https://osi.rosenberger.com/product/e-2000-connector/
https://osi.rosenberger.com/product/e-2000-connector/
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_Shortboot_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_Shortboot_Stecker_oe.pdf
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MTP® patch cord with single and double jacket cables FRNC-LSZH: 
 

 
 
 
 
 
 
 
In addition to single jacket cables, we offer double jacket cables for top-of-the-rack and raised 
floor cabling in data centers, as the mechanical requirements for patch cords in these 
applications are much higher than within racks. 
 
Advantages of double jacket cables: 
 
▪ Increased kink, crush and tensile resistance of the 4.5 mm double jackets in the „top-of-the-

rack“ and raised-floor environment 
▪ Low cable volume and good bending behaviour of the 3.0 mm thin MTP® legs within the 

patchfield area 

Fo
llo

w
 Lin

k 

Single jacket cable 

cable diameter: 2.0 mm or 3.0 mm  

(depending on fiber count) 

double jacket, cable diameter: 4.5 mm 

double jacket cable 

 
 

MTP® leg, standard length 50 cm, 

on request up to max. 3 m, cable diameter 3.0 mm 

https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO-Patch_Cord/Produktinfo_MTP-Patchkabel_oe.pdf
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MTP® harnesses with connector legs LC, MDC, SN®: 
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MDC LC-COMPACT Push-Pull-Boot 

(LCC-PPB) 

SN® LC-COMPACT (LCC) 

Square interfaces: 
 

▪ The harness dividers have square interfaces for tension- and torsion-
resistant support of the MTP® harnesses. Using the modular back plane 
shown here, up to 32 harness dividers can be attached to the trunk and 
cable tray of the VersaTray® tray system without the need for tools. 

 

 

Modular-back plane 4x4  

4 tool-free mountable plates, each with 4x2 interfaces for 

accommodating a total of 32 MTP® harnesses 

part number 170A1528 

https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Harness/Produktinfo_MTP_Harnesse_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/DE/Products_Services/LWL_Komponenten/LWL_Steckverbinder/DS_MDC-Senior_Stecker_od.pdf
https://osi.rosenberger.com/fileadmin/content/osi/DE/Products_Services/LWL_Komponenten/LWL_Steckverbinder/DS_LC_Compact_PPB-NG_Stecker_od.pdf
https://osi.rosenberger.com/fileadmin/content/osi/DE/Products_Services/LWL_Komponenten/LWL_Steckverbinder/DS_LC_Compact_PPB-NG_Stecker_od.pdf
https://osi.rosenberger.com/fileadmin/content/osi/DE/Products_Services/LWL_Komponenten/LWL_Steckverbinder/DS_SN-EZFLIP_Stecker_od.pdf
https://osi.rosenberger.com/fileadmin/content/osi/DE/Products_Services/LWL_Komponenten/LWL_Steckverbinder/DS_LC_Compact_Shortboot_Stecker_od.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_MDC-Senior_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_PPB-NG_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_PPB-NG_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_SN-EZFLIP_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_Shortboot_Stecker_oe.pdf
https://osi.rosenberger.com/fileadmin/content/osi/EN/Products_Services/FO-Components/FO_Connectivity_Systems/DS_LC_Compact_Shortboot_Stecker_oe.pdf
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About Rosenberger OSI 
 
Ever since 1991, Rosenberger Optical Solutions & Infrastructure (Rosenberger OSI) has 
been an acknowledged expert in the field of optical fiber-based connection technology, cabling 
solutions and infrastructure services for data centers, LANs, wireless networks and industrial 
applications. As an integrated solution provider, we have considerable development expertise 
and excel in the operational production of system solutions for communications networks. Our 
comprehensive services permit the secure, efficient operation of digital infrastructures. This 
combination combined with our commitment to our customers makes us unique and a strong 
partner in the global market.  
 
Since 1998, Rosenberger OSI has been part of the globally active Rosenberger Group, one of 
the world’s leading suppliers of high-frequency, high-voltage and fiber-optic connection solu-
tions which has its head office in Germany.  
 
For more information, go to: www.rosenberger.com/osi  
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