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     All dimensions are in mm; tolerances acc. ISO 2768 m-H 

 
Properties 
 
Standard SC connectors for applications in telecommunications, data center, cabling and LAN, connections to active components. 

 
Interface 
 
SC, acc. to IEC 61754-4 
 

Material for connectors 
 
Ferrule :                                                                                            Zirconia ceramic, Ø 2.5 mm 
Body :                                                                                                Plastics 
Boot :                                                                                                 Plastics 
 

Optical data 
                                                                                                          Typical                 max. 
Insertion Loss :   S/M                                                                        0.20 dB               0.40 dB 
                            M/M                                                                       0.20 dB               0.40 dB 
                          
Return Loss :       S/M                                                                       ≥45 dB(PC),   ≥55 dB(UPC), ≥65 dB(APC) 
                             M/M                                                                      ≥30 dB 
                           
 

Mechanical data 
  

      Mating cycle                                                                                         1000 
      Strain relief                                                                                         100 N(dependent on the cable type) 

  
Environmental data 

       
      Operation temperature range                    -40°C to +85°C 
       Storage temperature range                     -40°C to +85°C 

 
Suitable cables 
 
Cable Types :                                                                                       Ø 0.9 ~ 3.5 mm 

 
 

Packaging  
     
       Standard Packaging. 
 

 
 
 
 

SC-simplex, buffered fiber 

SC-simplex, cable SC-duplex 
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Draft Date Approved Date  Rev. Engineering change number Name Date 

Y.Zhang 29.03.2017 H.Jungbäck 29.03.2017  002 --- Y.Zhang 29.03.2017 

Connector Part Part No 

  

Connector Body  

Singlemode, PC,        blue 98 SCS 120-101 

Singlemode, APC,      green 98 SCS 110-101 

Multimode,  50 µm,    black 98 SCS 130-101 

Multimode,  62.5 µm, beige 98 SCS 130-102 

  

Duplex clip, black 98 ZD 02-0BK 

  

Crimp sleeve  

for  2.1 98 ZC 05-000 

for  2.8-3.5 98 ZC 04-000 

  

Boot,  0.9 mm buffered fiber  

blue 98 ZB 06-0BU 

green 98 ZB 06-0GN 

black 98 ZB 06-0BK 

yellow 98 ZB 06-0YE 

red 98 ZB 06-0RD 

  

Boot,  2.1 mm cable  

blue 98 ZB 05-0BU 

green 98 ZB 05-0GN 

black 98 ZB 05-0BK 

yellow 98 ZB 05-0YE 

red 98 ZB 05-0RD 

  

Boot,  2.8-3.5 mm cable  

blue 98 ZB 04-0BU 

green 98 ZB 04-0GN 

black 98 ZB 04-0BK 

yellow 98 ZB 04-0YE 

red 98 ZB 04-0RD 

  

While the information has been carefully compiled to the best of our knowledge, nothing is intended as representation or warranty on our part and no 
statement herein shall be construed as recommendation to infringe existing patents. In the effort to improve our products, we reserve the right to make 
changes judged to be necessary. 
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